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RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED IN ACCORDANCE WITH
STANDARD 781001 AND THE DETAILS SHOWN IN THE PLANS. IF THERE IS ANY
DISCREPANCY BETWEEN THE STANDARD AND THE DETAILS IN THE PLANS, THE
DETAILS IN THE PLANS SHALL GOVERN. THE FINAL PAVEMENT MARKINGS SHALL
BE IN PLACE PRIOR TO PLACING THE RAISED REFLECTIVE PAVEMENT MARKERS
AND THE RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED MIDWAY IN
THE 30 FOOT SPACE BETWEEN THE DASHED CENTERLINE STRIPES (WHEN
APPLICABLE).

G. N. -1004. 01
COARSE AGGREGATE GRADATION CA-10 MAY BE USED WHENEVER COARSE AGGREGATE
CA-6 IS SPECIFIED IN THE STANDARD SPECIFICATIONS.

G.N. -1004. 03
REVISE ARTICLE 1004.03 (c) NOTE 5/ OF THE STANDARD SPECIFICATIONS TO
READ:

*5/ GRADATION CA-16 SHALL BE USED IN LIEU OF CA-13 WHEN THE

SURFACE COURSE IS LESS THAN 1 3/4 INCHES IN THICKNESS. CA-13 OR CA-16
MAY BE USED WHEN THE SURFACE COURSE IS 1 3/4 INCHES OR MORE IN
THICKNESS.’
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